


E2 Combi-III

The wedge and the bonnet can be 

interchanged between various HAWLE  

E2 Elypso and E2 combination valves.

Suitable extension spindles:          
rigid No. 9000E2,  telescopic No. 9500E2

Suitable handwheel:  No. 7800

Suitable surface box: No. 4550

Cleaning with pig possible

B 2/4

* on request                                                                                                                                                                             
+ flange connection directly on the body (blind tapped holes M 16 x 23)

Illustrations, technical data, dimensions and weights are subject to alteration without notice. 4. 2004

(on request)

(on request)

DN
E2 Combi III with vertical centre outlet Spindle Weight (no. of valves)

Ø A DN 1 L L 1 H H 1 H 2 H 3 b  b 1 k k 1 M 1 M 2 h N a c d 1 2 3

100 100 100 555 212 373 483 90 + 19 + 180 + 365 258 411 27 19,3 38 25 71,0 76,0

150 150 100 625 360 462 605 140 192 19 19 240 180 415 293,5 520 27 19,3 38 28 120,0 130,0150* 240

200 200 100 695 445 563 733 180 192 20 19 295 180 465 329 602 32 24,3 48 32 185,0 201,0200* 20 295

DN
E2 Combi III without vertical centre outlet Spindle Weight kg (no. of valves)

L H H 1 k b M 1 M 2 L 1 h N a c d 1 2 3

80 435 336 436 160 19 255 180 - 318 - 17,3 35 25 45,0 50,0
100 555 373 483 180 19 365 258 212 411 27 19,3 38 25 68,0 74,0
125 615 475 600 210 19 415 293,5 360 515 27 19,3 38 28 101,0 111,0
150 625 462 605 240 19 415 293,5 360 520 27 19,3 38 28 105,0 115,0
200 695 563 733 295 20 465 329 445 602 32 24,3 48 32 167,0 183,0


